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SERVICE OFFSET TABLE
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NOTE: STREET TREES ARE TO BE PLANTED IN THE CENTRE OF ALL NATURE STRIPS
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PROVIDE TEMPORARY CUT OFF

LEGEND - LAYOUT PLAN
[C===——=8= STORMWATER DRAIN, PIT & PROPERTY INLET
—»—— SWALE DRAIN

-—-H HOUSE DRAIN
—@GW— SERVICE CONDUITS
[EEEl = TACTILE PAVERS
———&—— ELECTRICITY (UNDERGROUND)
GAS
———T—— TELECOMMUNICATION
——DW—— WATER
——NDW—— RECYCLED WATER
ExE—— EXISTING ELECTRICITY (UNDERGROUND)
— OHE— EXISTING ELECTRICITY (OVERHEAD)
ExG— EXISTING GAS
—— ExT— EXISTING TELECOMMUNICATION
— ExDW — EXISTING WATER
— — ExNDW— EXISTING RECYCLED WATER
——ExD—=— EXISTING STORMWATER DRAIN
O—Exs EXISTING SEWER
EXISTING HOUSE DRAIN
—> —> EXISTING SWALE DRAIN
uis  EXISTING SURFACE LEVEL
Fst4035  FINISHED BUILDING LINE LEVEL
FR1S740  FINISHED RIDGE LINE LEVEL
TW159.30 TOP OF RETAINING WALL
Bwiss30  BOTTOM OF RETAINING WALL
B RETAINING WALL
ZERO LOT LINES
A PERMANENT SURVEY MARK
A TEMPORARY BENCH MARK
=—>  DIRECTION OF FALL
mmm)  OVERLAND FLOW
> ALLOTMENT TO BE GRADED EVENLY IN
DIRECTION OF FALL TO LEVELS INDICATED
CONCRETE EDGE STRIP WITH SUBSOIL DRAIN,
"NO ROAD" SIGN & BARRIER
= PROPOSED DRIVEWAY
@———@ LIMIT OF WORKS
EXISTING TREE TO BE REMOVED
PAVEMENT TREATMENT
] STRUCTURAL FILL > 200mm DEEP
[ ] EX. STRUCTURAL FILL > 200mm DEEP
1 LOTHATCHING
"] PAVEMENT HATCHING
"1 NATURE STRIP HATCHING
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NOTE:

1. These plans are preliminary only and have not been
approved by Council. They are subject to change without
notification and have been provided as a guide only.

2. Beveridge Williams & Co Pty Ltd will not be liable for any
loss or damages incurred or suffered by any party due to
the use of the plans or relying on the information contained
within these plans.

3. Nofill depths have been shown. All levels shown on the
plans are preliminary only and subject to change without
notice.

4. Alllevels shown are preliminary and subject to detailed
design.

5. Existing services under new pavements, paths and
driveways to be FCR backfilled.

6.  Existing pits and MH within new works to be adjusted to
neatly match new finished surface

7. Proposed services shown are preliminary only and subject
to authority advice and approval.

0 5 10 20 30 n

The locations of underground services are approximate only and

Locate all underground services before commencement of works

WARNING
BEWARE OF UNDERGROUND SERVICES

their exact position should be proven on site.
No guarantee is given that all existing services are shown.
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